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For secure installation
both mounting brackets
must be used!

TOP VIEW

® Grey powder painted cabinet, aluminium grille in black colour.

® Aluminium extruded cabinet with die-cast aluminium top
bottom covers.

® 100V line matching transformer with rotary switch
for power tap selection.

¢ For Indoor & Outdoor applications such as in
Halls, Auditoria, Airport Lounges.

® Weather resistant — for use under roof eaves.
Foam layer to protect speakers from dust.

® Mounting clamps & hardware supplied.

® Array of speakers radiate forward sound
beam for wider audience coverage.

® Aesthetically designed column speakers.
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Power Tap Selection

ASC-40T ASC' ZOT

ASC-40T

SDBGIfIGatIUﬂS 15W/100V 30W/100V
Model ASC-40T ASC-20T
Input Power 30W RMS, 45W Max. 15W RMS, 23W Max.
Power Taps 30/20/10/5W 15/10/5/2.5W
Impedance/Voltage 100V 100V
Frequency Response 150-10,000Hz 150-10,000Hz
SPL (1W/1m) 95dB 92dB
Speakers 4 x 6"x4” 2 x 6"x4”
Dimensions W145 x H900 x D130 mm W145 x H460 x D130 mm
Weight 5.10kg 2.70kg

Design and Specifications are subject to change without notice owing to continuous product up-gradation. Technical specifications are subject to production tolerances. We cannot be held responsible for printing errors,
should they occur. BRBJR s a registered trademark of Ahuja Radios in India and other countries. © Copyright Ahuja Radios, 2019. All rights reserved. Any unauthorized reproduction or use of logos, images or design
elements is strictly prohibited by law. No part of this compilation may be reproduced in any manner or translated without written permission.
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